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Safety of Radio Frequency Energy 


The manufacturer has evaluated the transmitter for safe operation for uncontrolled use in 
the general population. The measured power density at 1 cm is under the threshold 
established by the FCC and is not required to be tested for specific absorption rate. The 
manufacturer instructs the user that the transmitter should not be handled or placed near 
the body continuously for more than 30 minutes while operating. 


USA: 


NOTE: This equipment has been tested and found to comply with the limits for a Class B 
digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide 
reasonable protection against harmful interference in a residential installation. This 
equipment generates, uses and can radiate radio frequency energy and, if not installed 
and used in accordance with the instructions, may cause harmtful interference to radio 
communications. However, there is no guarantee that interference will not occur in a 
particular installation. If this equipment does cause harmful interference to radio or 
television reception, which can be determined by turning the equipment off and on, the 
user is encouraged to try to correct the interference by one or more of the following 
measures: 


— Reorient or relocate the receiving antenna. 

— Increase the separation between the equipment and receiver. 

— Connect the equipment into an outlet on a circuit different from that to which the 
receiver is connected. 

— Consult the dealer or an experienced radio/TV technician for help. 


This device complies with Part 15 of the FCC Rules. Operation is subject to the following 
two conditions: (1) this device may not cause harmful interference, and (2) this device 
must accept any interference received, including interference that may cause undesired 
operation. 


Changes or modifications not expressly approved by the party responsible for compliance 
could void the user's authority to operate the equipment. 


The antenna(s) used for this transmitter must not be co-located or operating in 
conjunction with any other antenna or transmitter. 


Canada: 

This digital apparatus complies with Canadian ICES-008. 

Cet appareil numérique est conforme à la norme NMB-003 du Canada. 
Europe: 


Compliant (CE) 


Wireless Sensing Triple Axis Reference Design 
Designer Reference Manual 


by: Pavel LajSner and Radomir Kozub 
Freescale Czech Systems Laboratories 
RoZnov pod Radhostém, Czech Republic 


To provide the most up-to-date information, the revision of our documents on the World Wide Web will be 
the most current. Your printed copy may be an earlier revision. To verify you have the latest information 
available, refer to: 


http://www freescale.com 


The following revision history table summarizes changes contained in this document. For your 
convenience, the page number designators have been linked to the appropriate location. 


Revision History 


Revision Déssriaiai Page 
Level P Number(s) 
May, 
2006 0.02 First draft N/A 
gl Language correction, minor updates N/A 


September 091 Extended 16-bit communication introduced sections 3.2 
2006 (10-bit sampling on Sensor Board) and 5.4 


October 
2006 Updated FCC information 

October 2 Information detailed sections 3.2 
2006 (temperature and bandgap reference voltage) and 5.3 
sections 

3.4.4,4.2.9, 


4.3, and 
6.1.1 


January 


2007 Replaced graphics, updated tables. 





Wireless Sensing Triple Axis Reference Design, Rev. 3 


Freescale Semiconductor 3 


Revision History 


Wireless Sensing Triple Axis Reference Design, Rev. 3 


4 Freescale Semiconductor 


Table of Contents 


Chapter 1 
Introduction 

1.1 RECO nuns ai a Sds e a e E, E O E 
1.2 MMA7260QT 3-axis Accelerometer Sensor .........ccccicccci 

Chapter 2 

Wireless Sensing Triple Axis Reference Design Introduction 

2.1 O MM ascessrsostalssredidpiedeatedsd tese sbeidisibdaatersdsviaaads 
2.º Featured ProduciS ......cccccccc a 
2.2.1 Triple Axis Accelerometer MMA72600T ........ccccccccccc 
2.2.2 Microcontroller MC9S08QOGB .....cccc 
La MC13191 2.4 GHz ISM Band Low Power Transceiver .......cccccccccicc. 
2.2.4 Microcontroller MCHC9OSJWI32 .....ccccc 

Chapter 3 

Sensor Board Description 

3.1 EO LIVIO unas de me dee do de NE E E A O A 
3.2 A/D ConversionofXYZ Levels ......cccccccc 
3.2.1 AOS DOOR O cssnsadodssisvds das ida AiS Epis EDAn isa AÃE SRI 
See ADC Measurement ....ccccccc 
So FOGO MAMA aospbrinssbrtRs ITA SOC DE SEA TRE A Rd SD E Si ad 
3.3.1 MC13191 Power Management Features ........ccccccccccccc 
3.4 ZSTAR Sensor Board Hardware Overview ......ccccccccccc 
3.4.1 ANGIDO GONNGUIONO csarsindinsrdrrdirde ris Ta did dd dd dp di 
3.4.2 g-select Connections .........cccccccc eee 
3.4.3 BDM (Background Debug Mode) Connections .........cccccccccccccc 
3.4.4 Sensor Board schematics ........cccccccicc 
3.4.5 BURON LONGO O ss nies da dd É de te CÁ do DS DS 
3.4.6 MC13191 to MC9S08QG8B Microcontroller Interface .......cccccccccc o. 
3.4.7 NCIS II RF MEMO sespisisirosisdidA FALSE PRA FA PDA AA DERA 
3.4.8 Clocking Options of MC9S080GB .....ccccccc 
3.4.9 LED INQICaLloIS LONE passese isa LA EE RÉNE A E É E AA 
3.4.10 O OO asse nARASEC RA PRESS SR DLL TSE A A DES DS 
So Bo MAIGMAOIS cxcspsashcispabs RD bis dsbis Ed SC ASREDS NA SI Ci shcisAMES E dA 

Chapter 4 

USB Stick Board Description 

4.1 COMO CNC cusincividadediciinásd atá din radiais dd dns Lida ba nd ad E 
4.2 ZSTAR USB Stick Board Hardware Overview ....ccicccccccciccc 
4.2.1 SE COML cersposnsiirasidedasidsnrihd dad dada TRAS RAS add 


Wireless Sensing Triple Axis Reference Design, Rev. 3 


Freescale Semiconductor 


4.2.2 
4.2.2.1 
4.2.3 
4.2.4 
4.2.5 
4.2.6 
4.2.7 
4.2.6 
4.2.9 
4.3 


2.1 

5.2 
2.2.1 
ee 
D2e,] 
eee 
0.2.2.3 
D.3 
2.9.1 
2.9.1.1 
ace 
Rich 1 
2.9.1.4 
Ea 
2.9.2.1 
2.9.2.2 
Did de) 
2.9.2.4 
oe Ro 
2.9.2.6 
2.4 
2.4.1 
2.4.1.1 
2.4.2 
2.4.2.1 
2.4.3 
2.4.4 
2.4.4.1 
2.4.5 
2.4.5.1 
2.4.5.2 
2.4.5.3 
2.4.5.4 
2.4.6 
2.4.0.1 


PO OM arenas asd tes as ddr atra dire pipe passed pa EMS 30 
Fixed Voltage Regulators .......cccccccccccci a 30 
MC13191 to MCHC908JW32 Microcontroller Interface .......cccccccccccccc 31 
Oscillator and Clocking Options .....cccccccccccccc 31 
LED GRE LONMCONDO sesriicndsdisoadigad caga Di PDA PE AU A FRR dg ÉS 31 
RS MM sessnparacesdrsetandesbrsd sin ida pata rd ari srdgi rara bt a rd 32 
PCM NR O consnbrpisndedsadasdsnd els daria dELRSas Sands dra dd 32 
Optional Serial Interface .....ccccccccccccc e 32 
LS SUCK DORES sesssrerirrissas dead d ad CIR da ÁRIDO 33 

BL MM ccpsssssetidisd dad da Ds dd E SS Ud do dd e É DS dd Sd 34 

Chapter 5 
Software Design 

RCC ss isnpindrds FEST RCA DD RES RETIRA PERLA SEDA Sd A so 
SMAC (Simple Media Access Controller) .......cccccccciccccc 35 
DM ea E ERA Es SONICESA PADRES LA PRECES RATED DDS 35 
Modifications of SMAC for ZSTAR Demo ........ccccccccccc 35 
MC9S080G8 SMAC Modifications (Sensor Board) ......cicccccicccciccr 36 
MCHC908JW32 SMAC Modifications (USB stick) .....ccccccccccccccsc 36 
Generic SMAC Modifications (USB stick + Sensor Board) ........cccccccccc. 37 
EST RI Quidetddi dis es dr dad td dad di edad Re CRS 38 
Er ssspssrirasaten dado Ases tras L ia acÕs RAS TES DL qame RA 38 
MEC ND asusiabsnidrsa dd ninar dna DÊSL LE ALCA RS ASAMGRETRRAD EA 39 
PRM ge pri s DE CRIADA EIPERLTLS IDOSA STE ESPERE RAL DRE ÇAS 39 

CO O ss enS rara SERA RES AS E ERAD ES E TP DAE DA PRA DRA 39 
DOM argasaicrtomdderdd sd AP RNRd ASI ADAdd PR RDI LATIN ERA 39 
ZSTAR Protocol Zcommand Description ......cccccccccccc 40 
ZSTAR BROADCAST ......cccccc e 40 

ES BAR LUONNEO] sossspsradscissdss RIA SEE bad RbS sida ad 40 
EOIAR ATO puseste dicbesprss Td A SL STS DDS PISA SAT case 40 

LO IAR PR posuistadesiidrdcadd sds d ad CARAS Ad Rd dd da dá RS 41 
ERR SRD e ca qe Sp A SE E a E 41 
LAR SIANO sanar dede ESTA DS UR A E 41 
STAR Protocol and ZSTAR Extensions (Over USB) .....ccccccccccccc 42 
Communication Handshake *R' (0x52) ......cccccccciccc 42 
Extended Communication Handshake 'r (0x72) .....cccccccccccccc 42 
Accelerometer Data Transfer 'V' (0x56) .......ccccccccccccc 42 
Extended Accelerometer Data Transfer 'v (0x76) ........cccccccccccc 43 
Calibration Data 'K' (0x4B) ....cccccccccc 44 
Calibration Process 'k' (0x6B) .........ccccccccccc 44 
Remaining STAR Demo Commands .......cccccccccccc 45 
Additional ZSTAR Commands .....ccccccc 45 
rSBiao NEGO CD O pasadisiraiai ida PURA Ed RE MAS E RA SR A 45 
g-select Setting 'g (0x67) ......cccccccccc eee 45 
MT UM O assiessesari dad Prada PASSE AS ID DEE RAA SS DER RA 46 
Debug on “U' (0x55) and Debug Off 'u' (0x75) ..ccccccccccccccccc 46 
Further Debug and Test Commands ...........ccccccccccc ee 47 
Forced Channel Number Selection .......ccccccccccccc 47 


Wireless Sensing Triple Axis Reference Design, Rev. 3 


Freescale Semiconductor 


5.4.6.2 Semiautomatic Self-Calibration .......cccccccc 47 
5.5 Bootloader .......cccccc 48 
5.5.1 OMC aursspidstarigandigtisriera tais ira ad Er Ta a 49 
5.5.2 Dualboot Guidelines ......c.ccccccc 52 
5.5.2.1 DUSIBOOL APDIRCSTONS SWICNINO ssssssssdêzenditrdis das dd dadas da a dad DS Rd 53 
Chapter 6 
Application Setup 
6.1 ZSTAR Installation Procedure .....c.cccccccc 55 
6.1.1 USB Stick Installation ....cccccccc 55 
6.1.2 AN2295 Bootloader Drivers installation .....cccccccccccccc 62 
ApDEngIXA MPeleieiões ccrsicsansacesniddsisivi dad rs a assada dad ia dá as SS 65 


Wireless Sensing Triple Axis Reference Design Designer Reference Manual, Rev. 3 


Freescale Semiconductor 7 


Wireless Sensing Triple Axis Reference Design, Rev. 3 


Freescale Semiconductor 


Chapter 1 
Introduction 


1.1 Introduction 


This paper describes the design of a Wireless Sensing Triple Axis Reference design (ZSTAR), a demo 
for wireless demonstration of the 3-axis accelerometer MMA7260QT Sensor from Freescale. 


The reference design will enable you to see how Freescale's accelerometers can add additional 
functionality to applications in various industries. The accelerometer measurements can be grouped into 
6 sensing functions - Fall, Tilt, Motion, Positioning, Shock and Vibration - for multifunctional applications. 


The RD3152MMA7260Q development tool offers robust wireless communication using the powerful, 
easy-to-use 2.4GHz frequency MC13191 transceiver. Minor changes can be made with pin to pin 
compatibility allowing implementation of the MC13192 and MC13193 for ZigBee!M wireless applications. 


ASR f 
Triaxial Accelerometer | 
AR Tc]: [=] Te Ter td h 





Figure 1-1. ZSTAR Demo photo (CR2032 batteries for comparison) 


1.2 MMA72600QT 3-axis Accelerometer Sensor 


The MMA7260QT low cost capacitive micromachined accelerometer features signal conditioning, a 
1-pole low pass filter and temperature compensation, and g-select, which allows a selection from 4 
sensitivities. Zero-g offset full scale span and filter cut-offs are factory set and require no external devices. 
This device includes a sleep mode making it ideal for handheld battery powered electronics. 
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Chapter 2 
Wireless Sensing Triple Axis Reference Design Introduction 


2.1 Introduction 


The Wireless Sensing Triple Axis Reference Design (ZSTAR) has been designed as a wireless 
complement to the previous STAR (Sensing Triple Axis Reference design) RD3112MMA7260Q demo. A 
2.4GHz radio-frequency (RF) link based on the low-cost MC13191 family is used for connection from the 
Sensor to PC, allowing the visualization of key accelerometer applications. 


<A 


ZA 


sá Ps 
a “ freescale a “freescale 


ZSTAR 
Triaxial Accelerometer 
2.46Hz demo board 





Figure 2-1. ZSTAR Demo Overview 


The demo consists of the two boards: 


e Sensor Board (or remote board) containing the MMA7260QT 3-axis accelerometer, S08 family 
MC9S080G8 8-bit microcontroller and the 2.4GHz RF chip MC13191 for wireless communication. 


e USBstick, again with the MC13191 RF front-end, and the HC0O8 family MCHC908JW32 for the 
USB communication. 


Both sides communicate over the RF medium utilizing the freely available software stack SMAC from 
Freescale. 
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Figure 2-2. ZSTAR Block Diagram 


2.2 Featured Products 


This demo consists of several Freescale products whose main features are listed below. 


2.2.1 Triple Axis Accelerometer MMA72600T 


The ZSTAR Board is a demonstration tool for the MMA72600QT, low-g accelerometer with selectable 1.59 
to 6g range. The MMA7260QT has many unique features that make it an ideal solution for many 
consumer applications, such as freefall protection for laptops and MP3 players, tilt detection for 
e-compass compensation and mobile phone scrolling, motion detection for handheld games and game 
controllers, position sensing for g-mice, shock detection for warranty monitors, and vibration for out of 
balance detection. 


Features such as low power, low current, and a sleep mode with a quick turn on time, allow the battery 
life to be extended in end applications. The 3-axis sensing in a small QFN package requires only a Gômm 
x 6mm board space, with a profile of 1.45mm, allowing easy integration into many small handheld 
electronics. 
There are several other derivatives of the MMA7260QT: 

- MMA72610T XYZ-axis 2.59/3.39/6.79/10g 

e MMA6270QT XY-axis 1.59/29/49/6g 

e MMA6271QT XY-axis 2.59/3.39/6.79/10g9 

e MMA62800T XZ-axis 1.59/29/49/69 

e MMA62810T XZ-axis 2.59/3.39/6.79/10g9 


All members of this Sensor family are footprint (QFN package) compatible which simplifies evaluation and 
design of the target application. 
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Featured Products 


2.2.2 Microcontroller MC9S080G8 


The MC95080G8 is a highly integrated member of Freescale's 8-bit family of microcontrollers based on 
the high-performance, low-power consumption HCS08 core. Integrating features normally found in larger, 
more expensive components, the MC9S080G8 MCU includes a background debugging system and 
on-chip in-circuit emulation (ICE) with real-time bus capture, providing a single-wire debugging and 
emulation interface. It also features a programmable 16-bit timer/pulse-width modulation (PWM) module 
(TPM), that is one of the most flexible and cost-effective of its kind. 


The compact, tightly integrated MC9S08QG8 delivers a versatile combination, from wealth of Freescale 
peripherals and the advanced features of the HCSO8 core, including extended battery life with a 
maximum performance down to 1.8Y, industry-leading Flash and innovative development support. The 
MC9S080G8 is an excellent solution for power and size-sensitive applications, such as wireless 
communications and handheld devices, small appliances, Simple Media Access Controller 
(SMAC)-based applications and toys. 


e MC9S080G8 Features 
— Up to 20MHz operating frequencies at >2.1 volts and 16MHz at <2.1 volts 
— 8K Flash and 512 bytes RAM 
— Support for up to 32 interrupt/reset sources 
— 8-bit modulo timer module with 8-bit prescaler 
— Enhanced 8-channel, 10-bit analog-to-digital converter (ADC) 
— Analog comparator module 
— Three communication interfaces: SCI, SPI and HC 


2.2.3 MC13191 2.4 GHz ISM Band Low Power Transceiver 


The MC13191 is a short range, low power, 2.4 GHz Industrial, Scientific, and Medical (ISM) band 
transceivers. The MC13191 contains a complete packet data modem which is compliant with the IEEEQ 
802.15.4 Standard PHY (Physical) layer. This allows the development of proprietary point-to-point and 
star networks based on the 802.15.4 packet structure and modulation format. For full 802.15.4 
compliance, the MC13192 and Freescale 802.15.4 MAC software are required. 


When combined with an appropriate microcontroller (MCU), the MC13191 provides a cost-effective 
solution for short-range data links and networks. Interface with the MCU is accomplished using a four wire 
serial peripheral interface (SP|) connection and an interrupt request output, which allows the use of a 
variety of processors. The software and processor can be scaled to fit applications ranging from simple 
point-to-point to star networks. 


2.2.4 Microcontroller MCHC908JW32 


The MCHC908JW32 is a member of the low-cost, high-performance M68HC08 Family of 8-bit 
microcontroller units (MCU's). All MCU's in the family use the enhanced M68HC08 central processor unit 
(CPUO8S) and are available in a variety of modules, memory sizes and types, and package types. 
e MCHC908JW32 Features 
— Maximum internal bus frequency: 8MHz at 3.5-5V operating voltage 
— Oscillators: 
- 4MHz crystal oscillator clock input with 32MHz internal phase-lock loop 
- Internal 88kHz RC oscillator for timebase wakeup 


— 32,768 bytes user program FLASH memory with security feature 
— 1,024 bytes of on-chip RAM 
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— 29 general-purpose input/output (1/0) ports: 
— 8 keyboard interrupt with internal pull-up 


- 3 pins with direct LED drive 
- 2 pins with 10mA current drive for PS/2 connection 


— —16-bit, 2-channel timer interface module (TIM) with selectable input capture, output compare, 
PWM capability on each channel, and external clock input option 

— —Timebase module 

— | PS/2 clock generator module 

— Serial Peripheral Interface Module (SP!) 

— Universal Serial Bus (USB) 2.0 Full Speed functions: 


- 12 Mbps data rate 
- Endpoint O with an 8-byte transmit buffer and an 8-byte receive buffer 
- 64 bytes endpoint buffer to share amongst endpoints 1-4 
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Chapter 3 
Sensor Board Description 


3.1 Board Overview 


The Sensor Board utilizes a small footprint size dual-layer printed circuit board (PCB) containing all the 
necessary circuitry for MMA7260QT accelerometer sensing and transferring data over a radio frequency 
(RF). 
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Figure 3-1. Sensor Board Overview 


The board is powered by a Lithium coin-sized CR2032 battery with provisions also made for the larger 
capacity CR2477 size. The block diagram of the board is as follows: 
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Figure 3-2. Sensor Board Block Diagram 
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Figure 3-3. shows in more detail, how different software and hardware modules co-operate with each 
other. The main task of the Sensor Board is to: 


e periodically wake-up from power saving mode 

e measure all three XYZ acceleration values from the Sensor 

º compose a data frame using simple ZSTAR RF Protocol 

e use SMAC (Simple Media Access Controller) to send this data frame over the RF link 


* wait for an acknowledgment from the other end (here, the USB stick) 
e gotosleep 


This basic loop repeats roughly 30 times per second providing nearly a real-time response from the 
Sensor. 
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Figure 3-3. ZSTAR Sensor Board Software Overview 


For the Sensor Board operation, several of the MC95080G8's hardware modules are used: Analog to 
Digital Converter (ADC), Synchronous Peripheral Interface (SP!|), External Interrupt Request (IRQ) and 
General Purpose Input/Output (GPIO). 


3.2 A/D Conversion of XYZ Levels 


The 3-axis accelerometer Sensor MMA7260QT provides three separate analog levels for the X, Y and Z 
axis. These outputs are ratiometric which means that the output offset voltage and sensitivity will scale 
linearly with applied supply voltage. This is a key feature when interfacing to a microcontroller with A/D 
converter reference levels tied to a power supply, because it provides system level cancellation of supply 
induced errors in the analog to digital conversion process. 


During the analog-to-digital conversion in the microcontroller, 10-bit resolution is used. MC9S080G8 A/D 
channels 0, 1 and 2 are connected to X (channel 1), Y (channel 2) and Z (channel 0) outputs of the 
MMA72600QT. The microcontroller's APCTL1 register enables these ADC channels for pin I/O control by 
the ADC module. 


The ADCCFG register controls the selected mode of operation, clock source, clock divide, and 
configuration for low power or long sample time. 


3.2.1 ADC Module init 
APCTL1 0b00000111; /* 0,1,2 channels are ADC */ 
ADCCFG 0b01111000; /* set prescale to 8, ADICLK=BUS, 10-bit, high speed */ 


Actual ADC measurements are done in the main software loop. There is a macro (called POwsuM) that 
allows configuration of measurement to take several measurements of each channel during one loop, e.g. 
changing POWSUM to 3, 223 = 8, each channel will be measured 8 times, with PONSUM 6, each channel 


Wireless Sensing Triple Axis Reference Design, Rev. 3 


Freescale Semiconductor 17 


Sensor Board Description 


is measured 64 times. By default, POWSUM is 4, for 16 measurements of each channel. Before result 
values are provided, the accumulated values are left justified to the 16-bit range and inverted where 
necessary (may be required depending on the physical MMA7260QT device orientation relative to the 
earth's gravity). 


Raw (i.e. not calibrated) values are actually sent, the calibration and calculation of an exact g value is 
done internally in the PC software. 


3.2.2 ADC Measurement 


The following routine is used for accelerometer measurement (together with temperature and bandgap 


voltage, refer to Section 5.4.2.1 Extended Accelerometer Data Transfer 'v' (0x76)): 


unsigned int xx = 
unsigned int yy = 
unsigned int zz = 
unsigned int tt = 
unsigned int bb = 


SO O O Ooo 
wo ue e 


º We 


v 


unsigned int xxx, Yyy, Zzzz, ttt, bbb; 


fdefine POWSUM 4 


for (i = 0; i< (1 << POWSUM), i++) 


t 


) 


ADCSC1 = 0x01;//read X channel 
while(!ADCSCI COCO); 
xx += ADCR; 


ADCSC1 = 0x02;//read Y channel 
while(!ADCSC1I COCO); 
yy += ADCR; 


ADCSC1 = 0x00;//read Z channel 
while(!ADCSCI COCO); 
Zz += ADCR; 


ADCSC1 = 0x1A;//read temp sensor 
while(!ADCSC1I COCO); 
tt += ADCR; 


ADCSC1 = 0x1B;//read bandgap reference 
while(!ADCSC1I COCO); 
bb += ADCR; 


TRIAXSLEEP = 0; /* go sleep for triax */ 


xxx.w = —(xx << (16-(10+POWSUM))); 
YYy.ew = —-(yy << (16-(10+POWSUM))); 
Z2Z2.W = (2z << (16-(10+POWSUM))); 
ttt.w = (tt << (16-(10+POWSUM))); 
bbb.w = (bb << (16-(10+POWSUM))); 
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3.3 Power Management 


A CR2032 (or CR2477) Lithium battery provides a fairly limited charge for such a realtime-like demo that 
demands frequent transmissions. Some sort of power management has to be implemented in order to 
keep the current consumption at a reasonable level. 


Typically, current consumptions of Sensor Board components are as follows: 


e 2.4GHz transceiver MC13191 
— In Hibernate mode, 2.3uUA 
— In Doze mode, 35uA 
— In Idle mode, 500uA 
— in Transmit mode, 30mA 
— “In Receive mode, 3/mA 


e 8-bit microcontroller MC9S08QG8 
— “in Stop mode, 750nA 
— In Wait mode, imA 
— In Run mode, 3.5mA 


e low-g triaxial Sensor MMA7260QT 
— “in Sleep mode, 3uA 
— In Normal mode, 500uA 


Itis obvious that in a battery operated application care must be taken to ensure the lowest possible current 
consumption, especially when the maximum current (provided by the battery) is somehow limited. A 

CR2032 Lithium battery cannot provide current in the range of 40mA for long periods of time. To alleviate 
high current surges, an additional large capacitor has been designed - see Section 3.4.10 Power Supply. 


For transmission and reception using the MC13191, a specific scheme has been used to ensure the 
battery is not depleted or overloaded. Targeting a 30 samples per second (33ms period) transmission 
rate, the following scheme for one transmission/sleep cycle is used for the data transfer: 


MC9S080G8: 










MC13191: 
MMA”72600T: 
Sep Normal 
Da 
Sensor Sensor time 
PRDISEs ea data optional 
transmitted receive 
wake-up window NOT TO SCALE 


Figure 3-4. Transmission/Sleep Cycle Details 
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As shown on the previous diagram, all parts of the Sensor Board remain most of the time in 
Sleep/Doze/Stop modes, in which the total current consumption is below 10uaA. 


During each loop, once the data has been acquired from the sensor, transmission over the MC13191 
transceiver is initiated. The current consumption of the transmitter is -30mA at that time, but only for a 
short period of time (typically -600us). 


In order to keep the Sensor Board informed on the status of connection (for example, if the data-receiving 
side - USB stick - is out of range, disconnected, etc.), the reception has to be turned on after the data has 
been transmitted. This is not really required within each loop cycle, and in the actual implementation only 
on every 8!" loop the receive window opens (receiver is enabled to receive the acknowledgment). More 
in Section 5.3 ZSTAR RF Protocol description. 


The reception window is larger to fit any incoming receive data and the current consumption is also higher 
during reception, so this portion of current consumption would be one ofthe largest if the acknowledgment 
was received in every loop cycle. 


The “optional receive” feature allows huge power savings, still keeping the reception of acknowledgment 
data from the data-receiving side. 


Some further savings might be incorporated by utilizing the timer-triggered transceiver events that are 
described in the MC13191 Reference Manual. The MC13191, for example, latches a so-called time-stamp 
of each received frame. The data-receiving side may read this value and trigger the acknowledgment to 
be sent at exactly specified time after reception (also, a start of data frame transmission can be 
programmed as timer-triggered). The Sensor Board might then narrow its own receive window to perfectly 
match the expected time of the acknowledgment frame. For the simplicity of code, this has not been 
implemented in the current version of ZSTAR firmware. 


3.3.1 MC13191 Power Management Features 


MC13191 provides several power saving modes. One of them is called Doze mode in which the 
MC13191 crystal oscillator remains active. An internal timer comparator is functional too, providing a 
power efficient and accurately timed way of waking-up the application after a specified time. 


This feature is fully utilized within the Sensor Board. The microcontroller calculates the time period for 
which the application should be in power saving mode, then fills in the timer comparator registers in the 
MC13191, and the microcontroller goes into Stop mode (MC13191 into Doze mode). 


Once the timer reaches the pre-programmed time (a timer compare occurs), the MC13191's IRQ signal 
is asserted which brings the microcontroller out of the Stop mode. There are various scaling possibilities 
that allow periods from a few us up to 1073 seconds (-17 minutes) to be programmed, without 
intervention of the microcontroller. 
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3.4 ZSTAR Sensor Board Hardware Overview 


This section describes the Sensor Board in terms of hardware design. The MC95S080G8 microcontroller 
drives both the MMA72600QT Sensor and the MC13191 RF transceiver. 


3.4.1 Analog Connections 


The MMAY7260QT Sensor is connected to ADO, AD1, and AD2 inputs to analog-to-digital converter via 
RC filters formed by R3, C3, R4, C2, R5, C1. These are recommended to minimize clock noise from the 
switched capacitor filter circuit inside the Sensor. Once the software filtering (also described in ) is 
employed, these RC filters may be completely omitted. 


3.4.2 g-select Connections 


R1, R2, R6 and R7 components are made on the PCB. R1 and R2 are just footprints with no components 
assembled, while R6 and R7 are connected with copper trace allowing the user to disconnect (cut) these 
lines. By default, g-sel1 and g-sel2 MMA7260QT Sensor input pins (used to select the acceleration range) 
are connected to pins PTBO and PTB1 of the microcontroller. The range can be controlled by software. 


If user does not want to use this feature, the g-range can be selected by placing OR resistors in the Ri 
and/or R2 positions. If no resistors are assembled, MMA7260QT internal pull-down resistors will 
automatically select the 1.5g range (both g-sel inputs low). 


Once R6 and R7 are cut, PTBO and PTB1 (or their alternate SCI functionality of RxD1 and TxD1, or KBI 
or AD inputs) may be used. These signals are also routed to BDM connector, pins 3 and 5. 


3.4.3 BDM (Background Debug Mode) Connections 


A J2 connector is a non-standard footprint primarily intended for in-factory programming and testing via 
“spring-needle” type of connections. The J2 connector carries all standard signals for Background Debug 
Mode communication so if required, one may solder wires and a standard 2x3 pins 2.54mm (100mil) pitch 
header for regular BDM re-programming. The pin numbering is shown on Figure 3-5. 


J2 





BK6D 
GND 
RxD 
RESET 
TxD 
Vdd 


Figure 3-5. BDM Connector Layout 
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3.4.5 Button Connections 


Two buttons (S1 and S2) are connected directly to pins PTB6 and PTBY7. Both have internal pull-up 
resistors, but are not part of the Keyboard Interrupt module, therefore don't allow a direct microcontroller 
wake-up from the Stop modes. 


3.4.6 MC13191 to MC9S080G8 Microcontroller Interface 
In order to fit all the necessary circuitry onto a 16-pin microcontroller, the full recommended MC13191 
interface had to be reduced. The full interface includes the following connections: 

e 4-wire Synchronous Peripheral Interface (SPI) connection (MISO, MOSI, SPICLK, CE) 

e Interrupt Request signal (IRQ) 

e Attention (ATTN) wake-up signal 

e Receive/Transmit Enable (RXTXEN) signal 

e External Reset (RST) signal 





SPI and IRQ are vital for the communication and configuration of the MC13191. SPlis connected to the 
MC95080G8 SPI module (pins PTB4/MISO1, PTB3/MOSI1, PTB2/SPSCK1, and GPIO pin PTBS for 
CE). 


Interrupt Request (IRQ) is connected to the microcontroller IRQ pin sharing its alternate RESET function 
when BDM communication is active. 





Attention (ATTN) signal is intended to externally wake-up the MC13191 from Doze and Hibernate 
modes. Since this feature is not used and exit from the Doze mode is done using a timer compare event, 
the ATTN pin is not routed to the microcontroller and needs to be connected to Vga. 





Receive/Transmit Enable (RXTXEN) signal is used to control transitions to/from receive and transmit 
modes. Since this can be accomplished just by software programming and/or timer compare events, this 
connection to the microcontroller may also be omitted, saving an additional pin. RXTXEN is connected to 


External Reset (RST) signal places the transceiver in a complete reset condition (Off mode and power 
down). Alternative Software reset is also possible and since Off mode (the one with the lowest possible 
power consumption) is not required too, RST is connected to Vag too. 


3.4.7 MC13191 RF Interface 


The RF interface (antennas) were designed with the cost and board size in mind. Among several designs, 
the PCB layout antennas were in the main consideration (cost). Of several PCB antenna designs 
available for the 2.4GHz band (F-antenna, dipole, loop), the loop antenna has been selected mainly 
because of the size required on the PCB. 


The MC13191 transceiver is designed with separated RF IN (receive) and PA OUT (transmit) paths. To 
avoid the need for an antenna switch, two separate antennas need to be used. Both ZSTAR boards (USB 
stick and Sensor Board) use the same antenna layout, there are two antennas on the PCB, just on the 
opposite sides of the PCB. 


The antenna is designed as a rectangle, 20x24mm (780x940mils), made of 1.25mm (50mils) wide trace 
of copper. The corners are rounded with a 3.8mm (150mils) radius. 
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Figure 3-7. ZSTAR Antenna Layout 


The matching is provided by L3 (transmit antenna) and L4 (receive antenna) coils. L1 and L2 coils bias 
the transmitter output transistors to the Vbpa level. 


The inductors used in this design are from TDK: 
L3 (5.6nH) MLG1608B5N6DT 

L4 (4.7nH) MLG1608B4N7ST 

L1, L2 (22nH) MLG1608B22NJT 


3.4.8 Clocking Options of MC9S080G8 


Due to the availability of accurate timing provided by the MC13191 transceiver, an internal oscillator (ICG) 
in the MC95S080G8 is used as the main clock source for the microcontroller. The protocol related timing 
is derived from MC13191 timers, the microcontroller itself is clocked from an internal oscillator, leaving 
the oscillator pins as GPIO. This is highly beneficial to the limited pin count microcontroller. 


3.4.9 LED Indicators Connections 


The MC13191 allows extension to the number of general I/O pins by 7 additional GPIO connections. Two 
of these (GPIO1 and GPIO2) are used for LED indicators. R8 and R9 are their current limiting resistors, 
and in the actual design orange LED's are used, with a threshold voltage around 2.0-2.5V. 


The remaining unused GPIO3-GPIO7 signals are connected to ground, improving the physical PCB 
layout of the MC13191. 
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3.4.10 Power Supply 


The Sensor Board is powered by a Lithium coin-sized battery. The primary choice was the popular 
CR2032, with a PCB layout provision made for the CR2477 size. This bigger battery holds roughly 4 times 
more charge (-1000mAh), but it is not as popular as CR2032 size. 


A surface mounted SMTU series battery holder from Renata !M is placed on the underside of the PCB. 
The SMTU series holders provide (by mechanical construction) battery reverse protection, so no 
additional circuitry is required. Slide switch SW1 disconnecis the battery from the application when not in 
use. 


A large tantalum capacitor (C14, 470uF/4V) improves the response of the power supply to current peaks 
caused by reception or transmission. Coin-sized Lithium CR2032 batteries are targeted at a maximum 
continuous discharge current in the range of 3mA. Such a large capacitor helps to supply enough current 
to the MC13191 during a receive/transmit without significant Vqg voltage drops. 
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3.5 Bill of Materials 


Table 3-1. Sensor Board Bill of Materials 
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Chapter 4 
USB Stick Board Description 


4.1 Board Overview 


The USB Stick board utilizes the same small footprint as Sensor Board and is also a dual-layer printed 
circuit board (PCB). It contains the minimalistic design of the MC13191 RF transceiver connected through 
an 8-bit MCHC908JW32 microcontroller to the USB. It's main task is to receive data from the Sensor 
Board and transfer it to the PC over the USB link. 
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Figure 4-1. USB Stick Board Overview 


The USB stick board is powered from the USB. The block diagram of the board is as follows: 
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Figure 4-2. USB Stick Board Block Diagram 


Figure 4-3. shows, in more detail, how different software and hardware modules co-operate with each 
other. There are two main tasks of the USB Stick board: 

º receive the data from the MC13191 transceiver and store itin RAM buffer 

e handle the USB module communication, decode and provide the data from the RAM buffer 


These two are somewhat independent and the only common point between them is the accelerometer 
and button data buffer in RAM. The RF software communicates with the Sensor Board and retrieves the 
latest accelerometer data. This is stored in RAM and can be independently read by the PC application via 
the USB link. The protocol employed on the PC side is just a subset of the simple STAR protocol used in 
the original RD3112MMA7260Q demo. The protocol is described in section 5.4 STAR Protocol and 
ZSTAR Extensions (Over USB). 


Wireless Sensing Triple Axis Reference Design, Rev. 3 


28 Freescale Semiconductor 


Board Overview 


MCHC90SJW32 

























































































































































































































































































e Ea 
RR ça DDD 
ds ci Deere 
ds ds ds 
ds o 

ds E a n 

ds eo 

x A Kidd 

o, E TA SA 

A Lois, Dia 
kó ERR 
[es DE ERR 
E DR ER ARA E 
[cs DR ER ER AA ds | 
E SR ER AR ARA Es 
| DE RR AR ARA | 
[e DARE A E Re 
E DR ERA hr 
| ARA RR ERR ERR ERR RR RI ss 
E AR ARRAES Es 
| RARE ERR ERR RR RI Mes 
E AR AEE ER LER ELE RIR Moo 
| ARA ERR ERR RR RR ERR Des 
E RR ERREI Ee 
| RARE EEE ELE sã 
E ER RARE ARE RRERRR Deo 
| RR AEE ERR LR ERR ER Dea 
E RR AEE EERRREREERRER eo 
| RR ARE ERRRRERERRE ds 
[e RR EAR RLERRO eae a 
E O ARE ARRRREERRE ÇA RR RD 
| DA ARRAES 
E ARA RR ERR RR RR 
| DEAR ERR ER ERR E 
E RR ARRAES 
| AR ARRAES 
E AR AEREAS ERERRRR 
| AR AREAL ERROR 
E DAR AEE RREERRER 
| RARE REL ERR 
E A AE RRRREREREERRER 
| RR ARRAES 
na SR GRDA RR A RAR SR RD DR DC DR DR QD DUAS DR SUR AR DR DR DR DR SRD DDS DR RS SR SRD DR SRD DR SRD DR DSR DR DR SR SC DRRD DR 
| OR DRDR DR RA AR JR RD DR SCOM DR GDA DRDS SR SRU AR ORAR DR DRDR RSA DRDS SR SUR JR SR DR DR DR O RSA DR DS GR ARCOS DR 
E E ERDRDA RIA DS DR SRS DR SQR DR SGD DDD SR SRD DR DRM DR QDO DES DR SSD SR DR AR DR SGA RSRSRS DR RAR SR SR DR CR DR 
| SR DRDA DR IRD AR DR RSA JR CDR DR GD DD SR DU SRD AR DR DRA DSR DDS SD UR DR SG DR DR DSR DD DU GR AR SC DR DR cs 
E RARE ERR ERR da 
| DE ARE ERR ds é 
E TEC CEC COCO CACO N 
| EEE ER a = = 
[e DAR ARE “À 
a a RR RR RR SR RR RS RS RS RS ea 
E io ci 
E s 
| ds ds 
E o 
| o 
E ie] 
| o 
E ei] 
| s 
E ei] 
| E 
E ee] 
| E 
E ei] 
| E 
E ci 
E o 
| ds 
E ds 
[cs ds 
E ds 
o o 
[cs | ds 
E E ds 
[cs ds 
E ds 
o " o 
[cs 5 ds 
E Ea ds 
[es Ecs ds 
E E ds 
[es Ecs ço 
E E e] 
[cs Ecs ço 
E E e] 
[es Ecs cs 
E E e] 
[cs Ecs E 
E E e] 
[es Ecs E 
E E e] 
[es Ecs E 
[cs [ o 
E a 

ds 










RR 
AEE RR EEE RE DPS 
MMS 
Dto A De a AA 

Es 


low-level USB 
protocol driver 












at 
ts 
















A 
ta 







at 


MS 


SMAC 


es 
ES 







do 
0 
0 
So 







Ses 


[o 












Serial Peripheral Interface 
SPI) module 


| 


SATA 


KB 


ull Speed module 


STRESS ENTERRO 





e ar 






S 





USB connection to PC 


Figure 4-3. ZSTAR USB Stick Board Software Overview 
For the USB Stick board operation, several MCHC908JW32 hardware modules are used: USB 2.0 


Full-speed (USB), Synchronous Peripheral Interface (SP!I), Keyboard Interrupt (KBI) and a General 
Purpose Input/Output (GPIO). 


Wireless Sensing Triple Axis Reference Design, Rev. 3 





Freescale Semiconductor 29 


USB Stick Board Description 


4.2 ZSTAR USB Stick Board Hardware Overview 


This section describes the USB Stick board in terms of the hardware design. The MCHC908JW32 
microcontroller drives the MC13191 RF transceiver and communicates over USB with PC. 


4.2.1 USB Connections 


Two USB communication lines are connected directly via R1 to PTEZ/D+ and R2 to PTE3/D- 
microcontroller pins. There, R1 and R2 resistors define the output impedance of both drivers (Zbpy as per 
chapter 7 of the USB 2.0 specifications). 


Terminating the D+ line with a 1.5k9 pull-up resistor (required for Full-speed signalling) is internal in the 
MCHC908JW32. 


A USB “A” type SMT Plug is designed at the edge of the USB Stick board allowing the stick to be 
connected directly into a USB hub without the need for a cable. 


4.2.2 Power Supply 


The USB Stick board is a Low-power Bus-powered Function (as defined in chapter 7.2.1.3 of USB 2.0 
specifications). This means that a maximum of one unit load (100mA) may be drawn by the USB Stick 
board. Ferrite beads are included on the VBUS and GND USB connections to minimize EMI. The 
recommended type is a GLF1608T100M or similar ffom TDK. 


Vpus Voltage is defined as a minimum 4.4V and a maximum 5.25V on a Low-power Bus-powered 
Function. 


The MC13191 RF transceiver requires a maximum power supply voltage of 3.4V and the MCHC908JW32 
microcontroller could not guarantee an internal 3.3V regulator working at such a low power supply. 
Therefore, two separate voltage regulators need to be implemented, and in addition, the voltage levels 
have to be close enough to avoid the need for level shifters (for the MC13191 to MCHC908JW32 
Microcontroller Interface). 


4.2.2.1 Fixed Voltage Regulators 


Two voltage levels (3.3V for MC13191 and 3.6V for MCHC908JW32) were selected. For these levels, a 
low-cost, small footprint fixed regulator exists. The NCP502/A series regulators ffom ON 
Semiconductor!M were successfully implemented. 


The NCP502/A series voltage regulator is an 80mA CMOS fixed linear regulator designed primarily for 
handheld communication equipment and portable battery powered applications which require a low 
quiescent current. 


Each device contains a voltage reference unit, an error amplifier, a PMOS power transistor, resistors for 
setting the output voltage, current limit, and temperature limit protection circuits. The NCP502/A has been 
designed to be used with low cost ceramic capacitors. The device is housed in a micro-miniature SC70-5 
surface mount package. Standard voltage versions are 1.5 V, 1.8V,2.5 V,2.7V,2.8V,3.0V,3.3V,3.5 
V, 3.6 V and 5.0 V. Other voltages are available in 100 mV steps. 


Typically, a low-cost 1uF ceramic capacitor is recommended for input and output decoupling. 0603-sized 
SMD TDK capacitor C1608X5R1A105K was used. 
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Enable Operation - Enable pin of 3.3V regulator (for MC13191) is connected to PTC3 pin of the 
microcontroller. This way, the microcontroller may completely turn off the RF part of the application to 
minimize power consumption in USB suspend modes. 


Alternatively, power down of the MC13191 RF transceiver may be done by forcing it into Off mode by 
pulling the RST pin low. 


4.2.3 MC13191 to MCHC908JW32 Microcontroller Interface 
On the USB Stick board the full recommended MC13191 interface has been used. This includes the 
following connections: 

e 4-wire Synchronous Peripheral Interface (SPI) connection (MISO, MOSI, SPICLK, CE) 

e Interrupt Request signal (IRQ) 

e Attention (ATTN) wake-up signal 

e Receive/Transmit Enable (RXTXEN) signal 

e External Reset (RST) signal 


The SPI connection is connected to the MCHC908JW32 SPI module signals (MISO, MOSI, SPCLK, SS). 


The IRQ signal is routed to the PTA3/KBAS Keyboard interrupt module pin instead of the MCHC908JW32 
IRQ pin, which is left for the MONOS Interface and the Button Connection. The reason for re-routing this 
signal is that V7s7 (1.5xVbp, up to 8V) is applied to the microcontroller's IRQ during programming, 
therefore some additional jumper configuration would be required to disconnect this voltage from the 
MC13191. Here, the IRQ's MONOS function is only shared with the button under the condition that the 
button is not pressed during programming. 


The remaining three signals (ATTN, RXTXEN and RST) are connected to GPIO signals of port D (PTDO, 
PTD2 and PTDÍ). 








4.2.4 Oscillator and Clocking Options 


The MCHC908JW32 microcontroller requires a stable clock, mainly for the Full-speed USB module 
operations. USB specifications define an overall 2500ppm (0.25%) accuracy. Basically, any generic 
4MHz crystal is sufficient for such accuracy. The main issue with 4MHz crystals are their physical size. 
Due to the nature of crystal resonating elements, the 4MHz crystals are simply far too big for the USB 
Stick in the ZSTAR demo. 


Another option is a SAW resonator (e.g. CERALOCK!M series from Murata). These are usually sorted 
and selected by the manufacturer to fitthe USB 2.0 Full-speed accuracy required. Today, only 6, 12, 24 
and 48MHz versions are available from Murata. A 6MHz version (manufacturer order code 
CSTCR6M00G15) has been used in the USB Stick design, although the 6MHz frequency is outside the 
MCHC908JW32 microcontroller specifications. 


Provision is also made on the PCB (Q3 component) for an Epson SG-310 series (or compatible) Crystal 
Oscillator (active output). Here, a 4MHz version oscillator is contained in a small 3.2x2.5mm package. 


4.2.5 LED Indicators Connections 


The MCHC908JW32 microcontroller allows a direct drive of LED's on its three pins. PTBO, PTB1 and 
PTB5 are high-current open-drain outputs, so the LED's D1, D2 and D3 are connected to these 
high-current outputs. 
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4.2.6 Button Connection 


One button is implemented on the USB Stick board. Itis connected to the IRQ microcontroller pin that has 
internal pull-up and allows an easy software interrupt. 


4.2.7 MONO Interface 


For MCHC908JW32 in-circuit programming, a MONO interface is required. Several pins must be 
connected to specific voltage levels in order for the MCHC908JW32 to enter the Monitor mode. The 
details are described in the MCHC908JW32 data sheet, Chapter 7 Monitor ROM (MON). 


To minimize the number of MONO8 connections, several pins are hardwired to specific voltage levels 
directly on the USB Stick board. Namely, PTA1 to Vqag, PTAZ and PTCi to GND. 


Pins PTAO, RST, IRQ and OSC1, together with the power supply lines, are routed to PCB pads MONOS 
connector (J3). 


There is no standard physical connector to be soldered onto the J3 footprint. The J3 connector pads are 
used during manufacturing for the initial in-circuit programming. Further re-programming of the USB Stick 
may be done using an AN2295 Bootloader as described in section 5.5. 


4.2.8 Optional Serial Interface 


For the purpose of evaluating the USB functions of the MCHC908JW32 microcontroller, a few other pins 
were routed to an additional PCB pads connector (J2). The two TIM timer pins are connected to J2 
allowing emulation of SCI, HC or such like serial interfaces in software. A simple example of a USB to 
UART converter software is a part of the AN3153 Application note - Using the Full-Speed USB Module 
on the MCHC908JW32. 
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USB Stick Board Description 


4.3 Bill of Materials 
Table 4-1. USB Stick BIII of Materials 
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Chapter 5 
Software Design 


5.1 Introduction 


This section describes the design of the ZSTAR software blocks. The software description comprises 
these topics: 


e SMAC (Simple Media Access Controller) modifications description 

e “Air ZSTAR RF Protocol protocol description 

e Serial STAR Protocol and ZSTAR Extensions (Over USB) protocol description 
e AN2295 Bootloader (over USB) implementation notes 


5.2 SMAC (Simple Media Access Controller) 


The SMAC is a simple ANSI C based code stack available as sample source code which can be used to 
develop proprietary RF transceiver applications using the MC13191. 


5.2.1 SMAC Features 


e Compact footprint: 
— 2K FLASH 
— 10 bytes (+ maximum packet length) RAM 
— Às low as 16kHz bus clock 


e Can be used to demonstrate coin cell operation for a remote control 

ºe MC13191 compatible 

e Very-low power, proprietary, bi-directional RF communication link 

e ANSIC source code targeted at the HCSO08 core and portable to almost any CPU core (including 
4-bit) 

e Low priority IRQ 

e Sample application included, extremely easy to use 

e Liberally commented 

e CodeWarrior Experimental edition for support 


5.2.2 Modifications of SMAC for ZSTAR Demo 


The development of the ZSTAR software is based on the free SMAC stack available from Freescale. The 
SMAC version used was 4.1a. Two sorts of modifications were made since the original version did not 
support the HC08 family or the MC9S080QG8 derivative of the 9508 family. All changes are made using 
conditional compile options, using ZSTARQG8 and ZSTARJW32 definitions. 


A fully detailed description of the SMAC is in the SMAC Reference Manual (SMACRM.paf), available 
together with SMAC source code. 
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5.2.2.1 MC9S080G8 SMAC Modifications (Sensor Board) 


Here the modifications of the SMAC are very minimal, since the core, peripherals and naming conventions 
are the same as in the MC9S08GB/GT code (originally in the SMAC 4.1a code). 


The main changes are listed below: 


drivers.c: 
ºe void MC13192Wake (void) function not implemented, ATTN pin not connected to the 
microcontroller. 


º* void RTXENDeAssert (void) and void RTXENAssert (void) functions not implemented, 
RXTXEN pin not connected to the microcontroller. 


mcu hw config.c: 


e Asetof functions 
void SetGPIO(unsigned char gpio); 
void ClearGPIO(unsigned char gpio); 
void ToggleGPIO (unsigned char gpio); 
added for the purpose of driving LED's connected to the MC13191 GPIO pins. 
º* void UseExternalClock(void) and void UseMcuClock (void) functions not implemented, 
no external clock available to the microcontroller. 


e RESET pin handlingin void MC13192Restart (void) and void 
MC13192ContReset (void) functions omitted since the RESET pin is not connected to the 
microcontroller. 


e RESET, ATTN and RXTXEN pins handling in void GPIOInit(void) and void 
MCUInit (void) functions omitted since these pins are not connected to the microcontroller. 


e LED'toggling addedinto void MCUInit (void) during the waiting for MC13191 to initialize. 





device header.h: 
e Several SPI, TPM and SOPT definitions added at the top of the standard <mc9s08q98.h> header 
file. 


created port config ZSTARQG8.h file with target specific defines (GPIO assignmentis, etc.) 


5.2.2.2 MCHC908JW32 SMAC Modifications (USB stick) 
There are several modifications of SMAC required to 


1. compile for the HC08 family member MCHC908JW32 


2. reflectthat the MC13191 connecis to the microcontroller in a slightly different way (as described in 
Section 4.2.3 MC13191 to MCHC908JW32 Microcontroller Interface) - namely, MC13191's IRQ 


pin. 
The 9808 to HC908 porting required slight changes in the following files: 
mcu spi config.c: 
e void SPIInit(void) function modified to initialize the HC908 SPI module. 
mcu spi config.h: 
º* SPIWaitTransferDone(), SPIClearRecieveStatReg(), 


SPIClearRecieveDataReg(), SPISendChar (u8Char) andSPIRead() macros changedto 
work with the HC908 SPI module. 
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Further changes are relevant to the ZSTAR JW32 platform and specific connections: 


drivers.h: 
* CLEAR IRQ FLAG macro changed to reflect KBl module serving IRQ requests from MC13191. 


mcu hw config.c: 


º* void UseExternalClock (void) and void UseMcuClock (void) functions no implemented, 
no external clock available to the microcontroller. 


e LEDtoggling addedinto void MCUInit (void) during waiting for MC13191 to initialize. 
* VUINT8 IRQPinLow(void) function returns the state of the pin PTA3/KBIS instead of the IRQ pin. 
mcu hw config.h: 
* IRQFLAG, IRQACK(), IRQInit() and IRQPinEnable() macros changed to reflect KBl 
module serving IRQ requests from the MC13191. 


device header.h: 
e Several KBlI definitions added at the top of the standard <mc68hc908jw32.h> header file. 


created port config ZSTARJW32.h file with target specific defines (GPIO assignments, etc.) 


5.2.2.3 Generic SMAC Modifications (USB stick + Sensor Board) 


Several modifications of SMAC have been made in order to improve the behavior with some older 
MC13191 silicon versions. Namely a software time-out functions (using microcontroller's TIM/TPM timer 
functions) have been added into UINT8 PDDataRequest (tTxPacket *psPacket )and UINT8 
PLMEEnergyDetect (void) functions in simple phy.c file. 


Both functions wait for the gu8RTxMode variable to change to IDLE MODE. This variable should change 
inthe void interrupt IRQIsr (void) function once the execution of a specified task (in MC13191) 
finishes. Under some rare circumstances, an IRQ event (and also an IRQIsr () interrupt) does not occur, 
so this software workaround has been implemented to avoid a software lock-up. 
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5.3 ZSTAR RF Protocol 


ZSTAR uses a simple protocol for an RF transfer of information between Sensor Board and USB receiver. 
Acceleration (X, Y and Z axis), temperature, bandgap voltage, button and calibration data can be 
accessed. The protocol is built on top of SMAC (Simple Media Access Controller) drivers that are 
available for the MC13191 transceivers family. The protocol is bidirectional allowing the set up of 
independent connections amongst numerous pairs of ZSTAR demos. 


All data is transferred in so-called Zpackets. This protocol is primarily targeted at simple demo purposes, 
allowing a fast transfer of the accelerometer data in short packets with minimum overheads and with 
minimum battery loads (most of the receive windows eliminated, short transmit packets, etc.). 


5.3.1 Zpacket Format 


The ZSTAR Zpacket is contained inside the MC13191 standard packet structure, which is consistent with 
the IEEE 802.15.4 Standard. The SMAC library transparently adds a 16 bit Packet control field (see 
chapter 7.2.1.1 of IEEE 802.15.4 Standard specifications) to differentiate packets from ZigBee and other 
standards. 
The Zpacket becomes a payload data for the SMAC standard packet and contains the following fields: 

e Network Number 

e RX Strength 

e Zcommand 

e Zdaia 


SFD (Start of Frame Delimiter) 
MC13191 Packet Structure FLI (Frame Length Indicator) 
FCS (Frame Check Sequence) 


SMAC Packet Structure 








Packet control 
field SMAC payload 


ZSTAR Zpacket Structure 





RX 
strength 


Network number 





Figure 5-1. Zpacket Format 
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5.3.1.1 Network Number 


The network number is randomly generated at the beginning of the connection between the USB stick 
and the Sensor Board. It is used to determine between various connections. Packets with different 
Network numbers are simply ignored. 


This field is 16 bits long. 


5.3.1.2 RX Strength 


This field reports the strength of the last received packet on the other end of the connection. This value 
simply tells us how well the other side receives 'our packets”. This can be used by transmission power 
management functions to change the transmission power if the other party receives packets with enough 
strength. 


The values reported are retrieved using the MLMEL inkQuality() SMAC primitive. 
This field is 8 bits long. 


5.3.1.3 Zcommand 


The ZSTAR demo protocol uses a few simple commands to establish and maintain the data flow between 
the Sensor Board and USB stick. 


The command is carried in Zcommand field and is 8 bits long. The commands are defined as listed in 
Table 5-1. 


Table 5-1. ZSTAR Zcommand List 


[to | a | am 
code 


ZSTAR STATUS 's' (0x78) USB stick to Sensor Board | g-range selection data to Sensor Board 
ZSTAR CONNECT 'c' (0x63) Sensor Board to USB stick | calibration data from Sensor Board 


accelerometer values, 
temperature and bandgap voltage, 
button levels, 

g-range selection 


ZSTAR DATA “d' (0x64) Sensor Board to USB stick 





5.3.1.4 Zdata 


The Zdata field follows the Zcommand field and may be empty if the actual command doesn't require any 
additional data. The data format is dependent on the Zcommand. A detailed description is in the next 
chapter. 
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5.3.2 ZSTAR Protocol Zcommand Description 


5.3.2.1 ZSTAR BROADCAST 


This command is sent when the USB stick tries to establish connection with the Sensor Board. The USB 
stick first generates a new random network number which is then “broadcast to any Sensor Board that is 
not yet connected to a USB stick. The USB stick transmits this command on a free channel, while the 
Sensor Board searches all available channels. Once a Sensor Board receives this command, it responds 
with a ZSTAR CONNECT. 


5.3.2.2 ZSTAR CONNECT 


This command is a reply to ZSTAR BROADCAST, ZSTAR CALIBor ZSTAR STATUS commands sent 
by the USB stick. The Zdata field contains the calibration data stored in the Sensor Board, in the following 
format: 


Zdata bytes: O 1 2 


3 4 5 6 7 8 9 410 11 
Xvalue (09) | Xvalue (19) | Yvalue (09) | Yvalue (19) | Zvalue (09) | Zvalue (19) 


Figure 5-2. ZSTAR CONNECT Zdata Format 


5.3.2.3 ZSTAR DATA 


Once the connection is established, the Sensor Board starts to periodically transmit accelerometer, 
button, temperature, battery voltage and g-range status data towards the USB stick. 


The Zdata field contains 10 bytes; actual X, Y and Z accelerometer data, temperature value and bandgap 
reference voltage together with a byte containing status information. 


Zdata bytes: O 1 2 3 4 5 6 7 S 9 10 


zval S raw raw 
Xvalue Yvalue value tatus temperature! voltage 


bits: msb 7 6 5-2 1 O Isb 
Figure 5-3. ZSTAR DATA Zdata Format 












Each transmission ofa ZSTAR DATA packet is acknowledged by a ZSTAR ACK packet from the USB 
stick, although the Sensor Board does not always open the reception window to receive this 
acknowledgement, in order to save the battery charge. 
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5.3.2.4 ZSTAR ACK 


This command is sent as the data acknowledgement so the Sensor Board board knows that the 
connection is still alive. If the receive window is opened by the Sensor Board and the ZSTAR ACK has 
not been received, the operation (periodic transmission ofa ZSTAR DATA packet) continues but the 
Sensor Board will try to receive an acknowledgement more frequently. If the acknowledgement is not 
received several times, the connection is dropped and the Sensor Board will try to re-establish the 
connection again. The USB stick will recognize this situation once several ZSTAR DATA packeis have 
not been received. 


5.3.2.5 ZSTAR CALIB 


This command carries the calibration data provided by the USB stick for the Sensor Board and is sent 
instead of a ZSTAR ACK packet. The calibration data is intended to be stored in Flash memory of the 
Sensor Board. Since the Sensor Board does not receive after every ZSTAR DATA packet, the USB stick 
keeps sending a ZSTAR CALIB until the Sensor Board confirms reception using a new 

ZSTAR CONNECT packet. 


5.3.2.6 ZSTAR STATUS 


This command carries the g-range data provided by the USB stick for the Sensor Board and is sent 
instead of a ZSTAR ACK packet. The g-range data is intended to switch the g-range of accelerometer 
Sensor. Since the Sensor Board does not receive after every ZSTAR DATA packet, the USB stick keeps 
sending a ZSTAR STATUS until the Sensor Board confirms reception using a new ZSTAR CONNECT 
packet. 
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5.4 STAR Protocol and ZSTAR Extensions (Over USB) 


The ZSTAR demo uses a subset of the original STAR demo protocol commands. This way, most of the 
software originally developed for the RD3112MMA7260Q (STAR) is also usable with the ZSTAR. 


The STAR demo communicates over the RS232 serial line with a simple text-based protocol. The same 
protocol is used in ZSTAR for communication between the USB stick and a PC (over a virtual serial port). 
The PC application sees the same interface (serial port) and the same protocol as ifa STAR demo was 
connected. 


5.4.1 Communication Handshake *R' (0x52) 


Initially, a handshake (commands needed to test/establish the connection between the PC and the 
ZSTAR demo) is conducted. This is accomplished by the PC sending an “R' command, the ZSTAR demo 
responding with *Nº. In this way, the PC application sees that the demo is ready for communication. 
Communication is reset, and any debug or system modes are disabled. 


All subsequent commands will carry only 8-bit values (backward compatibility). 





PC to demo 


No 





demo to PC 
Figure 5-4. Communication Handshake '*R' (0x52) 
5.4.1.1 Extended Communication Handshake 'r' (0x72) 


To determine whether a ZSTAR or STAR demo is connected, Only the ZSTAR demo implementis an 
Extended Handshake Communication command. Once the PC sends the 'r' command, the ZSTAR demo 
responds with a 'Z. 


All subsequent commands will carry left justified 16-bit values (extended values). The communication 
uses big endianism, i.e. more significant byte first. 


EM 





PC to demo 





demo to PC 


Figure 5-5. Extended Communication Handshake “r' (0x72) 


5.4.2 Accelerometer Data Transfer *V' (0x56) 


The PC sends the Values “Vº command, the demo responds with 6 bytes (or 9 bytes in 16-bit mode) in 
the following sequence: 


x', X-value, 'y', Y-value, 'z', Z-value, simply an 'x' character followed by the actual X-axis accelerometer 
binary value, then a “y' followed by the actual Y-axis accelerometer binary value and a 'Z' followed by the 
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actual Z-axis accelerometer binary value. Since the ZSTAR demo caches the last (over the air) 
transmitted values, these values are immediately provided to the PC. 





Vº 
PC to demo 
x | Xeexis value *y' | vexis value | “2” | Zeaxis value 
Dr demotoPC” 
demo to PC 


Figure 5-6. Accelerometer Data Transfer 'V' (0x56) 


5.4.2.1 Extended Accelerometer Data Transfer 'v” (0x76) 


The ZSTAR demo also has two buttons designed on the Sensor Board. The microcontroller on the Sensor 
Board is also capable of measuring internal bandgap voltage reference and temperature. To acquire the 
actual state of these values, the original *V* command has been extended to a 'v' command, that provides 
the same information, followed by an 's' character and a binary byte containing the actual state. The least 
two significant bits are used, the others are reserved. If a button is pressed, the actual bit is set to “1”, and 
if depressed, the bit is '0'. The status data are followed by a '? character with raw temperature value and 
finally a “b” character followed by raw bandgap voltage value. 


Vº 





PC to demo 


X-axis y' Y-axis Z-axis raw raw 
value value value temperature bandgap 
=== 
demo to PC 


Figure 5-7. Extended Accelerometer Data Transfer 'v' (0x76) 


Battery voltage can be calculated from raw bandgap: 


= 65536 


1.20V 
batt  rawbgap A 





This is assuming a 16-bit format for rawbgap. 
Temperature can be obtained out of bandgap reference voltage and raw temperature value. 
First, voltage of temperature sensor is calculated: 


V — rawtemperature * 120V 


neo rawbgap 


If temperature is above 25ºC (i.e., voltage above 0.7012V), temperature is: 
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Vem — gia 
temperature = 25 — tt 
For temperature below 25ºC: 
V — 0.7012 
t = a temp , 
temperature o — 0001769. 


5.4.3 Calibration Data 'K' (0x4B) 


The calibration data is the accelerometer values for specific g (acceleration) levels. The values for Og and 
1g (earth's gravity) are provided for each axis. The values are stored in the Flash memory of the Sensor 
Board and are transferred to the USB stick once the air connection is established (as described in 
Section 5.3.2.2 ZSTAR CONNECT). These values are stored in the USB stick for retrieval by the PC 
using the “K* command. 


The PC sends the Calibration data 'K' command, the demo responds with 9 bytes (or 15 bytes in 16-bit 
mode) in the following sequence: 


X', XvalO, Xval1, Y', YvalO, Yvall, Z', ZvalO, Zvali, simply an '“X' character followed by the 0g and 19 
X-axis calibration accelerometer binary values, and the same for Y- and Z-axis. 


ES 
PC to demo 
ES NEE 
tt SEIO > 


demo to PC 





Figure 5-8. Calibration Data 'K' (0x4B) 


5.4.4 Calibration Process 'k' (0x6B) 


The calibration process is initiated by a 'k command from the PC, followed by 6 bytes (or 12 bytes in 16-bit 
mode) of calibration data. These are to be stored in the Flash memory of the Sensor Board being used. 
More in Section 5.3.2.5 ZSTAR CALIB. 


The calibration data is just 6 bytes (or 12 bytes in 16-bit mode) in the following sequence: 


XvalO, Xval1, YvalO, Yval1, ZvalO, Zval1 - Og and 1g calibration accelerometer binary values for X-, Y- 
and Z-axis. No response from the demo is provided. Verification of the calibration data stored can be done 
using the Calibration Data 'K' (0x4B) command. 


Wireless Sensing Triple Axis Reference Design, Rev. 3 


44 Freescale Semiconductor 


STAR Protocol and ZSTAR Extensions (Over USB) 


M€ || oo | tt) | eo | vt | 200) | to) 


PC to demo 





demo to PC 
Figure 5-9. Calibration Process 'k' (0x6B) 


5.4.4.1 Remaining STAR Demo Commands 


The remaining STAR commands, such as 'F', G', H', 0,1, 2, 3 and 'E' are not yet implemented in the 
ZSTAR demo. 


5.4.5 Additional ZSTAR Commands 


5.4.5.1 g-select Reading 'G' (0x47) 


The ZSTAR demo allows dynamic selection of the g-range for the accelerometer Sensor (see details in 
Section 3.4.2 g-select Connections), thus additional commands are implemented to read and change the 
g-range. 


When the PC issues a 'G' command, the ZSTAR demo responds with the g-range actually selected. A '0', 
4º, '2” or '3' character is returned where “O” is for the 1.5g range, “1º for 2.09, '2º for 4.0g and '3' for the 
6.0g range. If a different sensor is implemented on the Sensor Board, like MMA72610QT, the g-range is 
2.59, 3.309, 6.7/g and 10g respectively. 


pe 





PC to demo 


g-select value 


Figure 5-10. g-select Reading 'G' (0x47) 





demo to PC 


5.4.5.2 g-select Setting 'g' (0x67) 


To select the g-range of the sensor on the ZSTAR Sensor Board, a 'g' command is issued. It needs to be 
followed by the required g-range ('0”, “1º, '2' or '3). The USB stick board then communicates this selection 
to the Sensor Board over the air (see more in Section 5.3.2.6 ZSTAR STATUS). 


No response from the demo is provided. To verify which g-range has been selected, the g-select Reading 
'G' (0x47) command can be used. 
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g-select value 





PC to demo 





demo to PC 
Figure 5-11. g-select Setting 'g' (0x67) 


5.4.5.3 Info “IT (0x49) 


The Info command '[” has only been added to determine which version, compile date, and author of the 
USB stick software has been implemented. The demo returns a plain text information, and this command 
is usually issued over terminal (e.g. Hyper Terminal) software. 


info text, version, date, etc. 


Figure 5-12. Info “| (0x49) 





PC to demo 





demo to PC 


5.4.5.4 Debug on 'U' (0x55) and Debug Off 'u” (0x75) 


Various debug information can be observed after issuing a 'U' command, usually in terminal (e.g. 
HyperTerminal) software. Mainly, information on the air protocol is displayed in text, information on the 
detected channel energy during the surveying for a free channel is shown, channel numbers, and, once 
the connection is established, the network number. The received level of packets from the Sensor Board 
and the reported USB stick packet level are shown, as well as command names, etc. This can be useful 
in determining the communication range between the USB stick and the Sensor Board. 


The debug information is no longer displayed after issuing a 'u” command or Communication Handshake 
'R' (0x52). 


PC to demo 
various debug information 
mainly on air protocol no debug info 


demo to PC 
Figure 5-13. Debug on 'U” (0x55) and Debug Off “u” (0x75) 
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5.4.6 Further Debug and Test Commands 


5.4.6.1 Forced Channel Number Selection 


In order to allow effective testing and debugging, additional commands have been added. If, before a 
connection between the USB stick and Sensor Board is established, any hexadecimal number command 
('0' through '9' or A" through 'F”) is sent, the connection will be established on this specific channel number 
(O to 15). Any new channel can be selected, sending the new channel number command. The selection 
becomes effective when the new connection is being established. 


The return to the automatic mode (where a random channel with the minimum energy is selected) can be 
forced only by a complete software reset (i.e. removing the USB stick from the USB slot). 


5.4.6.2 Semiautomatic Self-Calibration 


For the purpose of easier semiautomatic calibration of the ZSTAR demo, the additional Calibration 
command 'Q' (0x51) has been added. This command is usually issued over terminal (e.g. Hyper Terminal) 
software. 


A user is required to place the Sensor Board into three specific positions, in which the earth's gravity will 
induce a maximum acceleration in each of X, Y, and Z axes. Before issuing the first *'Q' command, the 
Sensor Board must be placed flat, i.e., with Z-axis aiming toward the earth. For the second issue of “'Q' 
calibration command, the board's X-axis has to aim toward the earth. The board should be placed on its 
right edge. Next, the Y-axis is calibrated, with the board placed on its top edge. Finally, after issuing the 
fourth 'Q' command, the calibration data are sent to the Sensor Board, actually using ZSTAR CALIB 
command. The text help is provided during the self-calibration process. 


Wireless Sensing Triple Axis Reference Design, Rev. 3 


Freescale Semiconductor 47 


Software Design 


5.5 Bootloader 


There's bootloader software implemented in MCHC908JW32 microcontroller. The bootloader is based on 
AN2295 Application note - Developer's Serial Bootloader for M68HC08 and HCS08 MCUs and 
AN2295SW related software. The original AN2295 bootloader targets serial connections between the PC 
and applications, and since the MCHC908JW32 implements a virtual serial port application, the USB 
version of the AN2295 bootloader has been created to allow reprogramming of Flash memory in the USB 
stick. 


The USB virtual serial port software is fully described in AN3153 Application note - Using the Full-Speed 
USB Module on the MCHC908JW32. The MCHC908JW32 bootloader implements the same virtual serial 
port but under a different PID (the PC sees that serial port as a different application from ZSTAR). 


The bootloader drivers installation guide can be found in Section 6.1.2 AN2295 Bootloader Drivers 
installation. 
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5.5.1 Bootloading Procedure 
Find on the installation CD the folder with binaries: 


1. 










File Edit view Favorites Tools Help | 





















































519 File L-Jan-Dã L6cãl 


lo KB Sia File 17-Jan-D& l6/5l 

KB SiS File D&-Jan-D& 14/59 

2 EB Shortcut Lã-Jan-DA 10/13 

2 EB Shortcut Lã-Jan-DA 10/17 

44 KB  ãpplication 1$-Jan-D& 12/5306 

ara É l4KE Sia File 17-Jan-D& loda 
[mn HID ZS5TARIWSZ-DUALEDOT,SIA l4KE Sia File 17-Jan-Dã l6:da 
































Location: C:WINHTisystemãz 1.16KB LS] My Computer 
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3. Now type: hc08sprg [bootloader com port number] [binary (S file) that you want to bootload], just 
like this: 


hc08sprg.exe com8 accelerometer v2 ZSTARJW32-new-DUALBOOT.S19 








ETTA TSE EC NUS REAR 
DD e e RD REA SA ETTA 


A:SICONNSICIOS — Lowu-cost 2.46GHz and ATA accelerometer demosinstedshin 
ase 1l.i>2hcHfsprg.exe com accelerometer v2 ASTARJUI?-neuv-DIALBOOT.S1P 














| CMD.EXE - hcOBsprg.exe comB accelerometer v2 25 


EEE SEA 
DD e e Re REA ISA ETTA 











ER SAE TS 





FERRO OS E 5 TE PO TO EA PE DS O TT SR TED DS Tu TA TR TER TO 
ase 1l.i>2hcHfsprg.exe comf accelerometer v2 ASTARJUIS?-neuv-DIALBOOT.519 
hcABsprg — Developer's Serial Bootloader for HC(S5A8 — SUersion: 1.8.2 
o DA RT = o Tp ESA TA jd o RE RO EU 5 | 2 E | DR RR RE ER LSD 

See Freescale Application Note AN2295. 


Vaiting for HCHS reset ACK...recelved fdxfco cgood>. 
far Ro PST DD O et RT o TRE E 5 RR TT RT TD RE TR Ti 
Bootloader version string: JHU32/U8B SUersion: i.A.1i.05 
Numnher of memory hlocks: 

Tu To RE DT CR o RR A 

Erase hlock size: 5iZ hyutes 

Urite hlock size: 64 hyutes 

Úriginal vector tahle: HxFEDE 

[fo Top Do Po To DE TET ERR PA DETS 


MCU software version: 4STAR Triaxial Demo DUALEBOOT version 


Ce RT Co TRA TD PR O o pr TU =D PE RTP 


oo 

















lf this screen does not appear, remove the USB stick and start from the beginning. 
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5. Just confirm with Y, and the binary will be loaded onto the USB stick: 












































The bootloader disappears (in Device Manager) and the newly loaded software starts to execute. 


Using this procedure the software in the USB stick can be changed anytime. 
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5.5.2 Dualboot Guidelines 


NOTE: The USB stick already comes from the factory with two dualboot-aware applications 
pre-programmed. 


USB stick and AN2295 Bootloader software provide a way of having two different software (devices) in 
one USB stick. In order to do this, two dualboot-aware versions of the software needs to be consecutively 
bootloaded onto the USB stick: 


Follow the sequence of instructions in Section 5.5.1 Bootloading Procedure for two dualboot versions of 
software: 
1. Firstbootload accelerometer v2 ZSTARJW32-new-DUALBOOT.S19. 


After bootloading, ZSTAR Triaxial Demo (COM1) should appear in Device Manager. 
2. Next, remove the USB stick again, press the button, re-insert the stick and bootload 


HID ZSTARJW32-DUALBOOT.S19 software in. 


After bootloading, a new device (ZSTAR Triaxial Mouse) should appear: 


Found New Hardware 


e “Ss TáR Trasial Mouse 
mae 
ho! 








The “il! mouse will install automatically and also appear in the Device Manager: 


Jojx 















4 | Computer 
IEA Disk. drives 


E Display adapters 

Ed Ei “ROM drives 

ER tás Human Interface Devices 
ma “da USE Human Interface Device 
ed. JDE ATAPATAPI controlers 














e 08 Eeyboards 
Mice and other pointing devices 
Modems -| 
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5.5.2.1 Dualboot Applications Switching 


Having both dualboot-aware applications programmed in the USB stick, they can be switched just by 
quickly pressing the button (having the USB stick inserted into the USB slot). The applications will appear 
and disappear accordingly. 

The til? mouse application in order to work must have Sensor Board calibrated correctly (e.g. using 
RD3152MMA7260Q0 SW.exe or Semiautomatic Self-Calibration procedure). 
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Chapter 6 
Application Setup 


6.1 ZSTAR Installation Procedure 


6.1.1 USB Stick Installation 


First of the all, we have to install the USB Stick to your PC. Please follow the next steps. 


1. Plug the USB Stick into a USB slot.The “Found New Hardware” announcement should appear: 


a 


14 Found New Hardware ES 





ESTAR Triaxial Demo 


EN COUBE AAS 
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Application Setup 


2. Then the installation wizard starts for new hardware. Choose “Install from a list or special location“ 


Found New Hardware Wizard 





This mizard helps pou install software for: 


ESTAR Trasial Demo 


e 
(+) If your hardware came with an installation CD 


se or Hoppy disk, insert it now. 


K 


hat do pou mark the wizard to dor 


O Install the software automatically [Pecommended) 


Click. Mest to continue, 


« Back Lancel | 
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ZSTAR Installation Procedure 


3. Pointto the Installation CD as the driver path: 


Found New Hardware Wizard 


Please choose your search and installation options. a a 


SS 





Use the check boses below to lrik or expanda the default search, vufich includes local 
paths and removable media. The best driver found wall be installed. 


[ Search removable media [Hoppy, CD-ROM...) 


Include this location in the search: 


[<:ICONNAICTOS - LOt-COST o doHo AND sto á -| Eromze | 


O Dont search. [ill choose the driver to install 


Choose this option to select the device driver from a list. isindoms does nob quarantes Hal 
He driver pou choose will be the best match for our hardware. 


« Back Lancel | 
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4. Installation should continue: 


Found New Hardware Wizard 


Please wait while lhe wizard installs the software... 


LANCE 
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ZSTAR Installation Procedure 


5. lfyou are asked to stop or continue installation because the drivers are not certified by Microsoft, 
select the “Continue Anyway” button. 


Hardware Installation | | 


A 


The software vou are Instalinog for this hardyare: 





ES TaR Trasial Demo 


has not passed vindows Logo testing to enty Its compatibility 


vit vindos SP [Tell me vuhy this testing 15 important ] 


Continuing your installation of this software may Impailr 
or destabilize the correct operation of your system 
either immediately or in the future. Microsoft strongly 
recommends that vou stop this installation now and 
contact the hardware vendor for software that has 
passed Windows Logo testing. 


Continue Anuar | 








6. Installation should successfully finish. 


Found New Hardware Wizard 





Completing the Found New 
Hardware Wizard 


The mizard has Hrmished mestalinog the software for: 


> ea TáR Trasial Demo 


Clock. Finish to cloge the mzard. 





Larmcel | 
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7. Check whether a new serial port (ZSTAR Triaxial Demo) has appeared in your Device Manager 
(Right click My computer on the Desktop > Properties, Hardware tab, Device Manager button): 


ER gs 


Fila detion vigm Help 


csmisgia 


EEB Network, adapters 
| | cem EM Broadcom Netxtreme 57x Gigabit Controller 
| eee BM Cisco Systems VPN adapter 
E ES Intel(R) PRO Pvireless 220066 Network, Connection 
Ee [E] POMCIA adapters 
El Ports (COM é LPT) 
| | em + Communications Port (COM) 
“SP ECP Printer Port (LPTI) 
“É Toshiba BT Port (COMIDO) 
“1 Toshiba BT Port (COMI) 
“1 Toshiba BT Port (COMIZ) 
“1 Toshiba BT Port (COMI3) 
“ S Toshiba BT Port (COMI4) 
“1 Toshiba BT Port (COMBO) 
“1 Toshiba BT Port (COM2I) 
“1 Toshiba BT Port (COM36) 
“ S Toshiba BT Port (COMP) 
“SÉ Toshiba BT Port (COMS) 
E + ZS5TAR Triaxial Demo (COMI) 
EE Processors 


E-Sgd Smart card readers -| 
— Ro or - Ii 1 I ' H 
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ZSTAR Installation Procedure 


8. Launch the RD3152 software “RD3152MMA72600QSW.exe” and the ZSTAR.COM port should be 
automatically preselected. Then click Open Port button. 


E rpgs 
e REAR 


EUER 


A 


LL 

E 
E 
e 
e 
E - 


a 
ã 
= 
ra 


A | 


ERRA 
E 


E Em 
4589 ABUZzoM 


[IR 
MR 


im 


dis a pl = 
EE RE 


Ballads di 


EIA eps 


ERC] Mt 
1 
* Di Pas! 
il 


FERN E 


E 


Ped DD ETA 
JaJaUDJD/03DY [PIXPTAL 


de 
TR 
FER 
RT 
mw cho 
TT: 
TRE 
j us 
hem [.] 
mad: 
o — 1 
Lg, 
| 
dir 


Ph | Ma 
o A 





Figure 6-1 


If no error message appears, the COM port is opened correctly and software communicates with the USB 
Stick. 


9. Now let's go and check data from the ZSTAR Sensor Board. 


Raw data, 2D/3D screen, or Scope work should be used for this purpose. While moving (turning, shaking) 
with a ZSTAR Sensor Board, data from the separate axis should change accordingly. 

The RD3152MMA72600QSW calibration screen can be used for Sensor calibration (calibration data is 
stored in the Sensor Board). 
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6.1.2 AN2295 Bootloader Drivers installation 


This procedure assumes that ZSTAR Demo drivers are already installed. The drivers are false common 
for the bootloader (= are already present in Windows folders). If not, the procedure will be identical to the 
ZSTAR drivers installation. 
1. Press the Button on the USB Stick and insert it into a USB connector (keeping the button pressed 
when inserted). 


The following window appears: 





Found New Hardware | | 


Freescale AM 295 Bootloader 
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ZSTAR Installation Procedure 


2. The PC searches for an appropriate driver (as the ZSTAR Demo, in some instances a folder with 
drivers (zstar. inf andusbser-zstar.sys) needs to be selected), then the following window 


should appear: 


Rita /e [Ric E RE SD a E oa ê x| 


The Microsoft digital signature afirma that softmare has 
been tested vuath ndo: and that the software has not 
been altered since kb mas tested. 


The software vou are about to install does not contam a 
iicrosoft digital signature. Therefore, there ts no 
quarantee khat this softimare morks cormechy qulth 
indios. 


Freescale AM S295 Bootloader 


HE pou ant to search for Microsoft digital signed 
software, visit the iv indoms Update web site at 
http: “ndo supdate. microsoft com to see If one is 
avalable. 





Do vou ant to continge the installation 


No | Eiore Into | 


3. Justclick Yes, and the bootloader port will be installed (as seen in the Device manager): 
4. Right click My computer on the Desktop > Properties, Hardware tab, Device Manager button. 
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5. À similar setup should be observed: 


= Device Manager 
| dcton vie 


JA zh: PINI 

E bem Balberies 

E (Em Computer 

E Disk drives 

EE Display adapters 

EAR DYD/CO-ROM drives 

E- Floppw disk controllers 

E-) IDE ATA/ATAPI controller 

BB Jungo 

SER Eeyboards 

E “q Mice and other pointing devices 
E Modems 

E Monitors 

=> Multifunckion adapters 

BB Network adapters 

1-8 POMCIA adapters 

E « Ports (COM & LPT) 

oi Ed Communications Port did, 


ya Silicom Doubleserial (E) [OMS ) 

E 505] and RAID controlers 

= Sound, video and qame controlers 
 M System devices 

+ Universal Serial Bus controllers 


En 





6. Note down the COM port number (here, COMB); this is the port number of the Bootloader 


Once the software in the USB stick needs to be updated, the Bootloader can be invoked anytime, just by 
pressing the button while inserting the USB Stick into the USB slot. 
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Appendix A 
References 


The following documents can be found on the Freescale web site: http://www .freescale.com. 


AN2295 Application note - Developer's Serial Bootloader for M68HC08 and HCS08 MCUSs 
AN3153 Application note - Using the Full-Speed USB Module on the MCHC908JW32 
MC95S080G8 data sheet 

MCHC908JW32 data sheet 

MMA7260QT data sheet 

MC13191 data sheet 
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